FOR YOUR SAFETY:
If you smell gas:
1. Open windows.
2. DO NOT try to light any appliance
3. DO NOT use electrical switches
4. DO NOT use any telephone in your
building
Leave the building
Immediately call your local gas
supplier after leaving the building.
Follow the gas supplier’s
instructions.
7. If you cannot reach your gas
supplier, call the Fire Department
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) A WARNING

Fire Hazard

Do not store or use gasoline or other
flammable vapors and liquids in the vicinity
of this or any appliance.

Failure to follow these instructions can result
in death, injury or property damage.

A WARNING

Fire and Explosion

Improper installation, adjustment, alteration,
service or maintenance can result in death,
injury or property damage. Read the
installation, operation and service manual
thoroughly before installing or servicing this
equipment.

Installation and replacement of gas piping,
gas utilization equipment, or accessories,
and repair and servicing of equipment shall
be performed by a qualified agency familiar
will all precautions required regarding this
type of equipment and that has complied
with all requirements of the authority having
jurisdiction.

Infrared Dynamics

SUNPAK®

Gas-Fired, Unvented
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Installer
Please take the time to read and understand these
instructions prior to any installation. Installer must be
given a copy of this manual to the owner.

Owner

Keep this manual in a safe place in order to provide
your serviceman with the necessary information.

Infrared Dynamics, Inc.
3830 Prospect Avenue
Yorba Linda, CA 92886
Telephone: (714) 572-4050
Fax: (714) 572-6093

Toll Free: (888) 317-5255

www.sunpak.us
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A WARNING

Prop. 65 - Carbon Monoxide

If not installed, operated and maintained in
accordance with manufacturer’s instructions,
this product could expose you to substances in
the fuel or from combustion, including Carbon
Monoxide, which can cause death or serious
illness and which are known to the State of
California to cause cancer, birth defects or
reproductive harm.

Owner’s Manual

Before Starting Your Heater
Before you start your heater examine the heater
installation to determine that:
¢ Areas immediately around the heater including the
air inlet and flue areas are free from obstructions.
¢ Physical support of the heater is sound.
o There is no obvious deterioration of the heater.

Starting and Shutting Down Your Heater

Sunpak utilizes an automatic ignition system. Follow

these important safeguards.

¢ Never aftempt to manually light the burner with a
match or other source of flame.

¢ Read and follow the operating instructions on the
inside of heater door especially the item that reads
as follows:

Wait 5 minutes to clear out any gas. Then smell for
gas. If you smell gas follow the instructions on the
front of this manual regarding gas leaks. If you don’t
smell gas, go to the next step.

o If a suspected malfunction occurs with your gas
control system, such as the burner does not light
when it should, refer to the section ‘Shutting Down
Your Heater'.

Turn gas and 24 VAC electrical power “ON”. The pilot and
burner should light within 4 seconds. A flame sensor will
shut off the spark. If the burner does not light within 15

seconds the flame sensor will shut “OFF” the gas valve. To
relight the pilot and burner, shut “OFF” power. Wait 5
minutes. Turn power back “ON”",

If the heater will not light, turn the manual gas valve to
“OFF” position and the electrical switch “OFF” to the heater
and call your quality service agency or gas supplier.

Shutting Down Your Heater

Turn electrical power to the heater “OFF”

Should you need to shut down your heater for service or
maintenance, the manual gas valve next to the heater
should also be turned “OFF”.

Performing Routine Maintenance

Overtime, particularly during long periods of disuse, the
heater can accumulate dirt and debris in and around the
pilot and the burner. Routine maintenance should be
performed at least once a year by a qualified service
agency to insure the heater is operating properly. More
frequent service may be required for heaters located near
waterfronts.

Stainless Steel Heater

Stainless steel does not “rust”; however air pollution can
leave brown deposits on heaters. We recommend washing
the outer stainless steel casing only with a mild detergent
solution and wiping it dry with a soft cloth to bring back the
original shine. The stainless steel may be expected to
permanently darken around the top of the heater over time
with extended use.

Before You Remodel

Should you plan to make any changes to the patio or
building structure after heaters have been installed, your
heater installation must be reviewed by a qualified agency
to insure that clearances from combustion material and
ventilation requirements are maintained after alterations are
complete. When plastic curtains or drops are used to
enclose a patio you must take steps to insure that Sunpak
heaters have the required permanent access to outside air.
If a patio is to be partially enclosed a qualified agency
familiar with this type of heating equipment must be
consulted to insure the safe operation of this equipment.














































